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AbstractTransmission system operators (TSOs) in recent measures for maintaining system stability and to nd a way
years have faced challenges in order to ensure maximum to better utilize the existing infrastructure. A great help in
transmission capacity of the system to satisfy market needs, s hrocess was introduced with the Dynamic Thermal Rating
while maintaining operational safety and permissible impact on DTR) [3 inst £ f dicting the t i f
the environment. A great help in the decision-making process ( ) [ ] _an |_ns rument for predicting the tempera urgp
was introduced with the Dynamic Thermal Rating (DTR) a transmission line based on the load and weather conditions,
an instrument to monitor and predict the maximal allowed measured or predicted. The temperature of a transmission line
ampacity of the power grid based on weather measurements and js often a limiting factor of the power transmission capacity.
forecast. However, the introduction of DTR raises a number of However, instead in conductor temperature, TSOs are often

guestions related to the accuracy and uncertainty of the results . t ted i itv th imal all d t bef
of thermal assessment and the level of acceptable risk and its INterested in ampacity € maximal allowed current betore

management. In this paper, we present a solution for estimating the power line reaches critical temperature, which is fully
DTR uncertainty, appropriate for operational use at TSOs. determined by the weather data and the material properties
With the help of conductor surface temperature measurements, of the power line.
weather measurements and predicted weather data, we also  tg0g, for the most part, use DTR to alleviate the infrastruc-
estimate the error of the weather forecast and the DTR itself. . . . .
Following the results of the data analyses, we build an operative tural de ciencies that .emerge due to the extgnswe nancial
solution for estimating the ampacity uncertainty based on Monte burden and vast societal consensus for environmental care
Carlo random simulations and integrate it into the operational when acquiring new transmission corridors. Reliable DTR is
environment Qf ELES the operator of the Slovenian electric glso an important part in Congestion management of power
power transmission network. systems [4], especially in operation and planning of power
Index Terms Dynamic Thermal Rating, Transmission line, systems where renewable energy intermittencies exist [5, 6].
Transmission System Operator, Ampacity, Uncertainty, Forecast, DTR models have been gradually improved in the last few
Probability Distribution Function, Monte Carlo. decades by including more and more re ned physical mod-
els for various phenomena, ranging from rain impinging to
I. INTRODUCTION different parametrisation of convective cooling [7][10]. The
) advancements in the DTR research community are periodically
I N the last years, we have witnessed an extremely rapigjiected and presented in comprehensive DTR guidelines
developm_ent of the electricity market and services, mainlyovided by the CIGRE [3], IEEE [11] and IEC [12] standards.
due to the inclusion of renewable energy resources in t#e evolution of DTR physical models and methods, and their
network, which can cause extensive and rapid changesjifegration into operational use, are thoroughly discussed in
the electrical power load. Combined with growing pPOWefacent review papers [13, 14].
consumption, the existing power transmission lines are utilizedtne introduction of DTR raised a number of questions
to much higher extent than they were in the past. This hagated to the uncertainty of the computed ampacity, level of
already led to critical bottlenecks and, in the worst scenariQgsceptable risk and its management. Traditionally, TSOs allow
also to system-wide instabilities, resulting in blackouts, e.9. the,yver lines to be utilized up to a static thermal limit, which is
disturbance in 2006 [1], or the Italian blackout in 2003 [2]. caiculated based on relatively conservative weather parameters
The occurrence of instabilities in the power grid encouragefligh temperature and sun radiation, and low wind), and
the transmission system operators (TSOs) to re-evaluate Higyides safe and secure operation of the power line. With the

. _ advent of DTR systems, which use an indirect approach to the
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the Monte Carlo method is still the most widely used approa@®19 and a part of year 2020. From the data, we have extracted
to draw possible deviations in DTR with respect to weathéhe following measured weather parameters:
forecasts [18] [20]. T [ C]: ambient temperature,

By using probabilistic approaches, the ampacity of a line is S [w=n?]: solar irradiance,
described, instead by a scalar value as in the standard DTR v [m=s]: wind speed,
approach, with a Probability Distribution Function (PDF). By [ ]: wind direction referencing the north.
means_of Monte Carlo (MC) simulations [21], _the uncertainty, ihe following, these data will be referred to asasured
of the input parameters to the DTR model, i.e. the weathgpather data. On the other hamqmedictedweather data will
forecast uncertainty, is transformed into uncertainty of the prgser to the data coming from the weather forecast model of
dicted ampacity. This approach was proposed for the rst timgg TSO, which is derivative of the Aladin model provided

in [22] and then further developed by other researchers [18, 19, the Slovenian Environment Agency. The predicted weather
23, 24]. Nevertheless, in these papers, the meteorological dgig; is consisted of two sets:

was assumed to follow priori Gaussian distribution, which is
a strong assumption not supported by real data observations. Predicted weather data for different time horizons, in the
In a recent paper [20], the authors propose that the PDFs of

weather parameters, which are employed to feed the thermal range between 0 and 72 hours |_n the.future.
model of the line in order to assess its uncertainty, are tun Hch a data structure allows the relationship between the error

to the actual weather forecasting errors at a certain locatiofliStributions for the weather parameters and the time horizon

In this paper, we also use the weather data measureméﬁt_lgple weatlh(ra]r forgcast to be |nve§t|gated. d for the MC
and the weather forecast data in the proximity of a transmis- € goal here IS to prepare t'e Input data for the
sion line. and combine them with the conductor surface terﬁl_mulatlons, i.e., the error distributions of the weather param-
perature measurements, to determine the expected uncerta %55 Comp“ted as the d|fference_ between the_ measured and
of DTR prediction. What separates our study, compared e predicted values. We start with the analysis of the error
previous related work, is that we present a concrete soluti ﬁtr!but!ons for the nowcast, given in Fig. 1. For the error
procedure on how to put a DTR uncertainty assessment m 6§trlbutlon of the solar irradiance, we can observg a large
ule in operation, calibrated for a speci c location, i.e. operatin ike alt thg Xaluetoftﬁero. ISuph Z.SD'ke ('js e.xpetﬁted's;]rl[ce Lhese
point. The presented solution procedure could be useful for a2 P'es DEIONG 1o the sofarifradiance during the nignt, whic

TSO. Moreover, compared to previous studies, we exami%dose to zero and is predominantly correctly predicted.

the dependence of the ampacity distribution not only on t erefore, we omit the examples where the predicted solar

weather conditions (air temperature, solar irradiance, and wi @dlance_ls Z€ro and recalcul:_;lte the error _d|str|_but|c_)n for
solar irradiance. The resulting PDF is given in Fig. 2.

speed and direction), but also on the conductor type al he followi fer 10 this distributi th |
emissivity. We also assess the weather uncertainty, examinl % oflowing, we reter to this distribution as the solar error
the dependence of the forecast error on the forecast horiz tribution. o

At a rst glance, the error distributions for all weather

Finally, we assess the DTR uncertainty introduced by the the .
DTR model itself. para_met_ers do not seem to be!ong tq a normal Gaussian
The rest of the paper is organized as follows. In Section ’|str|but|on, as usually ‘?‘Ssumed |n.the I!terature [18, 19, 23,
we present and analyse the weather data provided by the TSSO We have t?Stetd tthlﬁ_hhy;:otf:es[s L,:S'(;]q[htheh Koltmhog_o rc;v-
Section Ill describes the proposed solution procedure for t Irnov_normality test. ne test rejecte € hypothesis for
weather parameters with a high signi cance leveivglue

assessment of the DTR uncertainty using MC simulatior3!

Before presenting the implementation of the proposed Solutiggo:oom). This is also visually demonstrated by tting normal

Assessment of current weather conditionsnowcast.

for operational use at TSOs in Section V, some prior analys §tr|t1)utlor; (Ifd czur\_/reh) ov]:ar thetherror dllsmblfgogs th\tN?hm
aimed at simplifying the implementation, are made in Se Ig. 1 and Fg. <. Therefore, the goal wou elo e

tion IV. The paper nalizes with the conclusions presented fRrror data to a custom kernel distribution for each variable
Section VI. separately.
Next, we look into the dependence of the weather forecast

error on the forecast horizon. The question asked here is:
Il. WEATHER DATA How does the weather forecast error increase with time? .
As it will be demonstrated in Section llI. the main sourcdVe compare the error distributions of the weather nowcast and

of ampacity prediction uncertainty stems from uncertainf)?recaSt for different timg h_oriz_ons for each of the weather

of weather data. Therefore. to understand the uncertaintyQﬁrameterS- Two error distributions for the weather forecast

ampacity prediction, we have to rst analyse the uncertainf@" different time horizons are analysed:

of weather data, which is the goal in this section. error distribution for the weather forecast for the time
The data for the study has been provided by the Slovenian horizon 0-12 hours, referred to ahort-term forecast,

TSO ELES for two locations in Slovenia: Podlog (Obersielach- and

Podlog transmission line) and Bevkov vrh (Cerkno-Idrija  error distribution for the weather forecast for the time

transmission line). The weather data was measured with two horizon 12-72 hours, referred to aeedium-ternforecast.

weather stations at the mentioned locations with a time reso+ig. 3 shows the error distribution of the nowcast, and

lution of 5 minutes. The time span covers almost all of yedor the short- and medium-term forecasts, for each weather
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Fig. 1. Error distribution for the weather parameters, compared to normfilg. 3. Error distributions for the weather parameters for different forecast
distribution (red curve), for Bevkov vrh. horizons for Bevkov vrh.

25
) | physical model comprises Joule heating, convective cooling,

solar heating, cooling due to evaporation, and radiation. In its

«10°% S(during daylight)

élf essence, the model solves the heat transport equation (second-
05 order partial differential equation) with non-linear boundary
ol conditions, describing different heat terms due to the weather
500 0 500 conditions [7]. By solving the heat transport, DiTeR computes
error [Winf] the temperature pro le within the conductor, assuming the line

Fig. 2. Error distribution for the solar irradiance, omitting the zero valueé,Oad is known, or_the ampacny.. )
compared to normal distribution (red curve), for Bevkov vrh. The next step in the uncertainty assessment with the MC

method is the preparation of the input probability distributions,

i.e. the PDFs of the weather parameters. Once the PDFs for all
parameter for Bevkov vrh. We can observe that, as expectﬁﬂ)ut parameters are known, the MC procedure samples them

the. nowcast Is signi cantly more accurate than the _foreca%ty the inverse transformation methods and transforms the input
while the difference between the short- and medium-terBhrs (g the output PDF, namely the distribution of ampacity.

forecasts are not that expressive. For each weather paramejef,o suppose that the con dence interval corresponding to

a two-sample Kolmogorov-Smirnov test was used to test the, output con dence ofL00p% is required, wherp is the

hypotheses that each pair of error data for different timgye of con dence level, then the number of MC repeated
horizons come from the same distribution. The tests rejeCtl?QicuIations iVl times. whereM satis esM L 10 [24].

all hypotheses, except the ones for wind speed and directlonl_he solution procedure is shown schemati?glly in Fig. 4
for the comparison between short- and medium-term foreczf\tst N

distributions. Effectively, this means that the weather foreca starts by using the measured data to determine the errors

T . . 8 the input variables. To obtain a PDF from the samples of
spread is wide enough at a given forecast time span, so dif- . S
weather forecasting errors, a kernel distribution is tted over

ferent error distributions should be used for different forecaﬁ{e error data for each variable separatel ina the E h-
horizons. . ny p y using the Epanec
nikov kernel that optimizes the mean square error between
the data and the t. In the next step, the weather forecast
Ill. CONCEPT OF THE AMPACITY UNCERTAINTY error distributions are offset to the given weather conditions
ASSESSMENT To, So, Vo and o, which gives us the spread of the given
In this section, we describe the procedure for obtaining tieeather conditions, namely the PDFs for temperaiu(e ),
uncertainty of the DTR. The core of the solution procedumlar irradianceS(S), wind speedV(v) and wind direction
are MC simulations. The rst step in solving uncertainty(). The constructed PDFs are truncated at unrealistic values,
problems with the MC method is to build or provide thenamely negative wind speed, and negative solar irradiance
model between the output and the inputs, which, in our case solar irradiance above the solar constant. Then, using the
is DTR model a physical model that transforms the inpuMC method, the PDFs prepared in the previous step are
weather parameters to the output ampacity, i.e. the maxini@nsformed into ampacity distributiohy, normalized with
load at which the power line temperature will not exceetthe nominal ampacityi, ,, i.e. the ampacity computed with
a prede ned critical temperature. In this study, we use tHBTR at Ty, So, Vo and o. Finally, the lowerl° and upper
extended CIGRE [3] DTR model DiTeR [7], which is in I{l' limits of ampacity are computed by integratihg, from
operative use at the Slovenian TSO ELES since 2019. Ttee Cumulative Distribution Function (CDF) using cumulative
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Fig. 5. Time evolution of conductor temperature: measured, computed with
measured weather data and computed with weather forecast data (left). Error
distribution of conductor temperature computed with measured and forecasted
weather parameters (right).

L U J

“LVWULEXWLRQ\/TRI ZRBwKHY soud 'LVWULEXWLYRQ =, available. In the case of the Slovenian network, this happens
J every minute. Using MC for uncertainty assessment for each

‘/ o ] ampacity prediction would result in a large computational

N burden. Therefore, before implementing the proposed pro-

cedure in operational use by the TSO, some prior analyses
have been made to optimize the actual implementation by
understanding the relationships between the uncertainty of
ambient factors, material properties and the uncertainty of
the ampacity. Foremost, prior analyses have been made to
identify which weather parameters and material properties of
the conductor in uence the ampacity probability distribution
the most.
First, we examine the impact of the weather parameters on
the ampacity uncertainty. According to our preliminary analy-
Fig. 4. Conceptual representation of the DTR uncertainty estimation. ~ SiS Of weather parameters, we calculate normalized ampacity
PDFs for each combination (sub-space) of wind spee?i
f0:15;0:5; 2; 5; 15 m=sand wind direction 2 f 0;45;90g ,
trapezoidal numerical_ integration, and then searching for th§ the conductor type 243-AL1/39 and emissivity of 0.9. Fur-
values of Iy for which CDF(kn) equals Sand1l 5. thermore, for each wind speed and angle combination, 9 more
respectively. combinations for ambient temperatufe2 f 0;15;30g C and
The uncertainty of DTR stems not only from the uncertaintyyar irradiance 2 100;500;1000gW =n? are used to com-
of the weather forecast but also from the error of the DTRyte normalized ampacity distributions. These distributions are
model itself. The latter can be asses_sed using conductor %Bresented in Fig. 6 with blue colour, while their average
temperature (J) measurements provided from the TSO fofs yepresented with red colour. The spread of normalized
the transmission lines on both investigated locations. In Fig-a%pacity PDFs is relatively low for all sub-spaces, which
(left), the measured skin temperature of the conductor \iseans that the ambient temperature and the solar irradiance
compared to the modelled temperature computed using fige relatively low impact on the normalized ampacity PDF.
measured instead of modelled meteorological weather daf@erefore, the average of the corresponding distributions will

This way, the generated error includes only the error of thg, sed as a representative PDF of a given sub-space of
DTR model and the measurement error of the used sensors, bibiher variables.

it no longer includes the error of the weather nowcast/forecast \oxt we examine the impact of conductor type and emis-

In addition to the DTR calculation based on the measurgﬂ,ity on the ampacity uncertainty. We compare the ampacity
weather data, we also compute the conductor temperature Wilyribytion for the two most commonly used conductors in
the nowcast meteorological data. Introducing the DTR error g%, gjovenian network: 243-AL1/39 and 490-AL1/64, and for
a difference between computed and measured conductor skine values of the emissivity: 0.2, 0.5 and 0.9. Fig. 7 shows
temperature, we can prepare DTR error distributions (Fig.Re normalized ampacity distributions for both conductor types
(right)). We can see that the error induced by the weathghy 51 emissivity values when varying a single weather
uncertainty dominates, even for the nowcast. parameter at a time. In the rst row, distributions are shown
at ambient temperatures 6f C, 15 C, and30 C; in the
IV. IMPACT OF WEATHER UNCERTAINTY AND CONDUCTOR  gecond row, for solar irradiance 4D0 W=nm?, 500 W=n?,
PROPERTIES ON AMPACITY UNCERTAINTY and 1000 W=m?; and in the last row, for wind angles of
In operational use, the ampacity for all spans in the power, 45, and 90 . In all calculations, the wind speed is
grid is typically computed every time new data becomés m=s. The results demonstrate that, for the given ranges
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81 a e s . . . S
B~ P~ P~ Fig. 7. Normalized ampacity distributions for two conductor types and three
0 . 0 0 values of emissivity: 0.2, 0.5 and 0.9, and for different values of predicted
1 1.5 2 08 1 12 06 08 1 12 weather parameters: air temperature ( rst row), solar irradiance (second row),
Zin/ Ling Zin/ Ting Zin/ Ting and wind direction (third row). In all calculations, the wind spee8l ia=s. In

each graph, the highest peak is for emissivity of 0.9, the middle for emissivity
Fig. 6. Normalized ampacity distributions for different combinations o®f 0.5, and the lowest for emissivity of 0.2.
weather parameters. All plots are for conductor type 243-AL1/39 with
emissivity of 0.9.

of weather parameters, the distributions are approximately

the same for both conductor types. This was also con rme - v=15m/s v=10m/s v="5m/s
by the Kolmogorov-Smirnov test for all the cases in Fig. i 1° 6
While we observe no major differences in the shape of tl 6 4 /
ampacity distributions, they however have different peaks d& =4 =
to different emissivity. The higher the peak, the higher is = = 9 b’
emissivity of the conductor, as it allows higher ampacity. 0

We also examine the normalized ampacity distribution whe 0.5 1 0608 1 1214
the predicted wind speed varies (Fig. 8). We observe tt Zin/Tun, Zin/ Tin,
for wind speeds o6 m=s and 15 m=s, similarly to other 4 =2 m/s R m/s
before-mentioned weather parameters, the distributions
still practically the same (in shape) for both conductor type = 3 9

. . . . a2 a (o]
This statement is again conrmed by Kolmogorov-Smirno' ~ ~ ~
tests. We again observe small differences in the peaks due

0

different emissivities. However, the ampacity distributions fc 0

1 1.5 2 3
wind speeds of aroun2lm=sand lower are visibly different in T/ I, T/ I, T/ I,
shape and peak height. Nevertheless, the Kolmogorov-Smirr
. . . T ——243-AL1/39, e = 0.2 ——490-AL1/64, e = 0.2
test again does not reject the hypothesis of equal distributic o --243AL1/39. ¢ — 0.5 - - - -490-AL1/64, ¢ — 0.5
for different conductor types. o 243-AL1/39, € = 0.9 - 490-AL1/64, € = 0.9

Besides the most commonly used conductors for the trans- 6 Normalized o distributions f § .
. ; } i g. 8. Normalized ampacity distributions for two conductor types and three
mlsspn lines, 243 A_L1/3_9 ?‘nd_ 490-AL1/64, we have alsélellues of emissivity: 0.2, 0.5 and 0.9, and for different values of predicted
examined the ampacity distribution for other conductors Us@ghd speed. The values for the other parameters are: ambient temperature
by the TSO: 243-ZTAL/39-HACIN, 149-AL1/24, 149-AL1/24 15 C, solar irradiancés00 W=m?, and wind directiord0 .
HACIN, and Cu80. Fig. 9 shows the normalized ampacity

distributions for all listed conductors for different wind speeds,
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Fig. 9. Normalized ampacity distributions for all conductor types used by the ) ) ) ) )
TSO for different values of predicted wind speed. The values for the othgid- 10. Schematic representation of the operative DTR uncertainty estima-
parameters are: ambient temperatdfe C, solar irradiance500 W=m?2, tion.

wind direction90 , and emissivity 0.9.

o . o However, the MC approach is highly scalable on parallel
and for constant emissivity of 0.9 and wind direction9f . omputer architectures, so a computer cluster is best used to
We can conclude that in the regimes of wind speed belqqyce the execution time. A new database has to be generated
2 m=s, we can expect for the ampacity distributions to diffg§p|y when the input data changes signi cantly, e.g. when a
with conductor type and emissivity. new line is integrated into the system or after an additional

year of weather data is available.

V. IMPLEMENTATION OF OPERATIVEDTR UNCERTAINTY The left part of Fig. 10 shows how the real-time calculations
ASSESSMENT MODULE are performed. The module implemented in C++ is compiled

A schematic sketch of the operative DTR uncertainty a#to a Linux shared library and is executed periodically to
sessment environment is shown in the Fig. 10. The preompute ampacityly, with uncertainty from the supplied
computed part - preparation of the ampacity distributioeather conditions, forecast horizon, conductor properties, the
database - is on the right. Because the calculation of tA@minal ampacityly,, computed with DTR for the given
ampacity probability distribution for a single combination ofveather conditions, and the desired con dence level. Ampacity
weather conditions and conduction properties would be cofDFs for the data points nearest to the input of the algorithm
putationally too demanding to be performed in real-time, ttfe looked up from the database and transformed into the
probability distributions are rather pre-computed for variougsulting ampacity CDF for the input using homotopy - a
combinations of input data and stored in a database. Basedsgipoth transition from one distribution to another. Then the
the results of the pre-analysis, we have identi ed that the tiniesult is normalized withlv,,. It should be noted that all
horizon of the forecast, the wind speed and direction (from tiige CDFs in the database and the resulting CDF from the
weather parameters), and the conductor type and emissiafpcedure above are in a discrete form. A continuous form
(from the material properties of the conductor), in uence thef CDF! is taken as the linearly interpolated inverse of the
normalized probability distribution of the ampacity the mos&DF, which is then nally used to calculate the con dence
In accordance with those ndings, therefore, in the spad@terval of the resulting ampacity as described in Section III.
of weather and material variables, only a nite but large We will demonstrate the homotopic rectilinear routing of
enough number of ampacity distributions are calculated ftive probability distributions for one weather variable. Note
a nite number of their combinations. There is a total othat in real use, the interpolation is multidimensional, as the
972 combinations stored in the database, which are made feeather variable space is. Let us assume that for some values
3 values of forecast horizon (nowcast, short- and mediurof the temperature, the solar irradiance, the wind angle, and
term forecast), 6 wind speeds? f 0:15;Q5;2;5; 15 m=s, 3 the conductor emissivity, we know the normalized ampacity
relative wind directions 2 f0; 45;90g , 6 conductor types, distribution for wind speeds & m=sand15 m=s. If we need
and 3 conductor emissivities2 f 0:2;0:5;0:9g. to obtain the ampacity distribution for a value of wind speed

The database is stored in a custom-made binary forbgtween5 m=sand 15 m=s, we use homotopy between the
optimized for reading speed and minimal size. It is algorobability distribution of the two nearest neighbors, i.e. the
accompanied by a set of Python tools for editing and viewirdjstributions ab m=sand15 m=s. This is demonstrated in Fig.
the database les. These tools are used when the databhsewhere the red curve represents the distribution for wind
is generated by MC simulations, and can also be used dpeed ofl5 m=s, and the blue curve represents the distribution
generate a new database from a new MC run on another fegtwind speed o m=s, while the green curve is the result
of weather data. It is important to note that it would takef homotopic rectilinear routing for two wind speed values
weeks for the database to be generated on a single compuietween5 m=sand 15 m=s.

0885-8950 (c) 2021 IEEE. Personal use is permitted, but republication/redistribution re%ires IEEE permission. See htt ://www,ieee.ogg/éJuincations standards/publications/rights/index.html for more information.
Authorized licensed use limited to: Institute Jozef Stefan. Downloaded on February 28,2022 at 07:38:44 UTCTrom IEEE Xplore. Restrictions apply.



This article has been accepted for publication in a future issue of this journal, but has not been fully edited. Content may change prior to final publication. Citation information: DOI 10.1109/TPWRS.2022.3144740, IEEE
Transactions on Power Systems

7

Fig. 11. Homotopic rectilinear routing from a normalized thermal ow
distribution at wind speed & m=s (blue curve) to a thermal ow distribution
at wind speed ofl5 m=s (red curve). The green curve is their linear

combination or the result of homotopic rectilinear routing. ) ) ) o )
Fig. 12. An overview of the considered transmission system. The two lines

investigated in this paper are plotted in black, while the others in red.

The execution time of the real-time module is dominated by
the database lookup time. It is measured in tens to hundreds of
milliseconds for a single system data point, which is currently
ef cient enough for the TSO. Lookups of multiple system
data points, for example, for multiple lines or multiple time
horizons, could be performed in parallel though, if required
with future expansion of the TSO'’s system.

The underlying DTR software (DiTeR) at the TSO can run
in two modes: as standalone software and as an embedded
system within the SUMO framework TSO’s heterogeneous
collection of subsystems from different vendors developed to
increase safety and security, as well as the capacity of the
.eXiSting transmission network [25]' For ef cient integrati.onFig 13. Example plot from the module for DTR uncertainty assessment
into the SUMO framework, the deVGIOped DTR uncert""”’]téfre'sent'ing the calculated ampacity with a given lower and upper limit for the
assessment module uses the same API as the main D3duRrsielach-Podlog transmission line on 12 July, 2020.
module and it is triggered after each DTR calculation. The
results are communicated to the TSO'’s software infrastructure

by a SOAP-based protocol. The main computational load is ) )
represented by the real-time calculations, which are triggerg§- 1, We can also observe that the wind speed forecast error is

once every minute, and forecast calculations, which are fentered around h=s, i.e. in the data we used, the measured
peated every 5 minutes, for all spans. Currently, the consideMid Speed is in average higher than the forecasted. Therefore,

transmission system consists of 29 power lines with more thirS €xpected that in low wind regimes, the nominal ampacity
2000 spans (Fig. 12). will be in the lower part (less than 1) of the normalized

The module for DTR uncertainty assessment was SLr'?:ljnpacity PDF. In another words, it is expected that the actual

cessfully incorporated into the Slovenian TSO'’s operationﬁ[np‘,”m'ty in low or no wind predlctlop \.N'” be higher than the
environment. An example of a result given by the modufredicted one, as the low wind prediction stands for the worst

is given in Fig. 13. In the plot, the ampacity calculated b§3S€ Scenario.

the current DTR model is presented with green line, while As another example of using the implemented module, in
the lower and the upper limit of the ampacity, calculated byig. 14 we present the statistics of the dynamic ampacity,
the new uncertainty assessment module, are presented witakdng into account its uncertainty, with respect to the static
yellow and blue line, respectively. In this example, we obseranpacity (645 Afor the 243-AL1/39 conductor) and the

a situation when both the lower and the upper limit of the anmeasured load. An interesting conclusion from Fig. 14 is
pacity are greater than the nominal ampacity calculated withat, when taking into account realistic weather data, even
DTR. In scenarios with extremely low forecasted wind speedbge conservative static limit can be too high. We observed
as in this case, the MC method certainly always samples mahat, for the con dence level of 99%, the lower limit of the
favorable cooling conditions, as the wind speed can only bigermal current is lower than the static current for 5.21% of the
positive. In an extreme case, the nominal ampacity computiae. Nevertheless, as expected, most of the time the dynamic
on zero predicted wind speed is also the minimal ampacigmpacity is well above the static limit, and the actual load is
so all MC trials will give higher ampacity. Furthermore, oralways below the predicted ampacity.

0885-8950 (c) 2021 IEEE. Personal use is permitted, but republication/redistribution re%ires IEEE permission. See htt ://www,ieee.ogg/éJuincations standards/publications/rights/index.html for more information.
Authorized licensed use limited to: Institute Jozef Stefan. Downloaded on February 28,2022 at 07:38:44 UTCTrom IEEE Xplore. Restrictions apply.



This article has been accepted for publication in a future issue of this journal, but has not been fully edited. Content may change prior to final publication. Citation information: DOI 10.1109/TPWRS.2022.3144740, IEEE
Transactions on Power Systems

environment of the operator of the Slovenian electric power
transmission network ELES, where it is in operational use
since August 2020.

The main limitation of this work is that the nal result
greatly depends on the available measured data. Nevertheless,
the TSOs have great interest in installing new weather stations
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along the lines, and with steadily increasing the amount of
available on-site weather data, the system will provide more
reliable predictions, as it is designed to periodically update
the distributions as more data becomes available. Future work

will

be focused on including ensemble weather predictions

that inherently provide uncertainty for each speci c weather
parameter, which could be used on locations where measure-
ments are not available.

Fig. 14. Comparison of static, dynamic and measured current distributions
for the Bevkov vrh location. [1]

(2]

. . . (3]
In this paper, we presented a solution for estimating the

uncertainty of the ampacity as a result of the DTR. First, wé#

VI. CONCLUSIONS

examined the weather forecast and measurement data, together,

with on-site measurements of conductor skin temperature,
on two locations in Slovenia: Podlog and Bevkov vrh. WelS]

analyzed the dependence of the weather forecast error from the

forecast horizon: nowcast, short-term forecast and medium-
term forecast, with conclusion that there is no signi cantl€l
difference in quality between short-term and medium-term
wind forecast. With the help of conductor surface tempera-
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